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Hatraco® Spark Plugs for 
Jenbacher® Type 6 engines 
Just like the original! 
Well-known high quality!

We have specially designed matching Hatraco® HT leads 
for the above mentioned applications. Our unique private 
label spark plugs and matching Hatraco® HT leads are 
durable, cost-effective and easy replaceable.  

The Hatraco® HT leads:
• 2 week shipment after receiving P/O 
• No need for minimum quantities
• Custom designed and produced in Europe
• Free company logo on your HT leads

       

Replaceable and cost-effective
Hatraco® HT leads with Hatraco spark plugs

For all Jenbacher® type 6 engines 
2 types of spark plugs and 1 special version 
developed in case of high sulfur concentration 
in the gas.

 • Standard version   18.021-01 (FT00169) 
 • Long life version   18.043-01 (FT00174)
 • Special sulfur version  18.020-01 (FT00193)

Drop-in replacement  
Drop-in replacement through excellent spark plug 
design. No adjustments are required.

Maintenance-free 
Maintenance-free thanks to the new ring electrode 
design.

Developed and tested by 
ERS® & Hatraco®

 • No adjustment required
 • Available for all type of gases 
 • + 5 years field proven quality 

Global availability
These aftermarket Hatraco® spark plugs, 
coupled with excellent service,  are worldwide 
available at Hatraco® through our global dealer 
network.

Available at Hatraco

18.021-01 / FT00169

18.020-01 / FT00193



 
Our well selected business partners provide you with professional support in your own language.  
Please visit our website www.hatraco.com or mail to sales@hatraco.com

Why Hatraco?

Contact your local Hatraco representative for any information you may need.

Try the best solution!

For 40+ years, Hatraco is an independent trading company specialized in ignition, 
governing and control products for industrial reciprocating engines, both spark 
ignited and diesel.
With our:  In-house engineering
  In-house production
  In-house service
we guarantee that your project is in the best hands with our company.
We solve your problems and give you the best solutions.

It's all around

EnGInEs
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Specs / measurements

06-2025-V1.3

SPECIFICATIONS :18.021-01 / 18.043-01 / 18.020-01
THREAD SIZE : M18x1.5 mm

THREAD REACH : 20.6 mm (13/16”)

ELECTRODE MATERIAL : Iridium / iridium (Ir/Ir)

HEX SIZE : 22.2 mm  (7/8”)

Cross references for: Jenbacher type 6 engines

    Jenbacher : P602  |  P603  |  436782  |  1205632   |  1205634   |  
1214569

                 Denso : 518

18.021-01/FT00169 Federal Mogul : FV76WWCC   |  18GZ45

18.043-01/FT00174      Goetze : G-6004

ERS : 18GZ-BE5

ECI/PowerUp : 1105010   |  1108712

Cross references for: Jenbacher type 6, high load engines
18.043-01/FT00174                          Jenbacher : P611  |  1236099  |  1236100

Cross references for: Jenbacher type 6 engines

18.020-01/ FT00193                          Jenbacher
No competition. 
Developed for Jenbacher type 600 engines 
with high Sulfur concentration in the gas.


